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S-PUR 2022

Reactive polyurethane (PUR) hot melt adhesive, hardening at ambient humidity 

Typical Application 

Reactive single component glue for perfect-binding of books, brochures, catalogues, etc. by 
means of automatic perfect-binding machines. Due to a quick hardening and a very short open 
time, S-PUR 2022 is particularly suitable for all common bookbinding systems and small-range 
bookbinders. The product’s final solidity will – dependent on ambient humidity, humidity degree 
of the paper, thickness of glue layer as well as permeability of the material to be glued – only 
be achieved after completed cross-linking after approx. 48 hours. Packaging including 
shrinking of the finished brochures is possible without any waiting time. Rounding is possible 
within a period of up to max. 6 to 24 hours. 

Technical Data 

Specification Values 

Viscosity * 3.000 – 7.000 mPas 
(Haake RS 6000, DIN 3219, 130° C) 

*at date of production, preliminary specification

Typical Technical Characteristics 

Open time short 
Color milky 

Form of Delivery/Container 

2 kg candle with inliner bag, 20 kg drums with inliner bag, 200 kg drums with inliner bag, further 
on demand  

General Application Instructions 

Processing 

Recommended temperature adjustments: 

Premelter:  ca. 90 – 100 °C, hose: 110 – 120 °C 

Glue basin/Nozzle: 120 – 130 °C,   spinner: 140 – 150 °C 

Strictly avoid any contact of the adhesive with water or alcohol. Any unnecessary heating-up, especially repeated 
melting, increases the product’s viscosity finally rendering the adhesive unusable. 

Note: 

Even if the prescribed working temperature is adhered to, hot melt adhesives release fumes which may be felt as 
molesting. This is why the product’s user is held to take care for prophylactic measures like installing adequate suction 
devices and cleaning both the melting tank and the application unit at regular intervals. This hot melt contains < 0.1 % 
of free isocyanates. Please adhere to the pertaining EC safety data sheet. 

mailto:info@planatol.de


Technical Data-Sheet 
As at: October 2022 

Storage 

Max. Processing Period: see label 

After delivery of the shipment, the product can be consumed during the a.m. period provided that it is stored properly 
packed in factory sealed containers at a dry site at temperatures from 15 to 25°C.  

Planatol grants no warranty or guarantee in case the product will be used after the expiration date of the indicated 
processing period. 

Cleaning 

The melting and application systems should be cleaned with our cleaning hot melt Planatolin PUR 22 as well as with 
our liquid solvent Planatolin PUR. For further details call our division Application Technologies (phone: +49 8031 720-
0). 

For Your Attention: 

The indicated specification values are valid for the products at the time of delivery ex works Rohrdorf/Herford. In case of doubt 
Planatol storage samples will be examined as sole reference. Planatol only guarantees the compliance with the specification values 
as indicated on the data sheet. Furthermore assurances, also orally given, are not guaranteed.  

A self-test respectively a test of the adhesive regarding the purpose of application through the client is compulsory, especially testing 
the production conditions/substrates at the customer’s site is obligatory. Recommendations given by Planatol are based on 
experiences and are without any obligation. 

Indications made on this data sheet present no warranty of characteristic in the sense of the current Federal Supreme Court 
jurisdiction and are therefore not binding. Please always get in touch self-reliant with the responsible Planatol employee to receive 
the updated version of this data sheet or for further information concerning suitability regarding the FDA, BfR or EU guidelines. 

For information regarding product safety please refer to the material safety data sheet. 
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